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TRAMVAJ FORCITY
SMART BRNO

MODERNi OBOUSMERNA
TRICLANKOVA TRAMVA|

| 100% nizkopodlazni
| PIné otocné podvozky

| Komfortni provoz umozriuje plna adheze

vozidla, kterd zajistuje spolehlivé jizdni

vlastnosti i za Spatného pocasi

| Interiérvozidla je inspirovan budoucnosti

tramvajoveé dopravy

| Pohodina, pIné klimatizovana,

bezbariérova vozidla

| Dva prostorné multifunkéni prostory

pro invalidni voziky, détské kocarky

nebo jizdni kola

| PFehledny informatni systém

s obrazovkami a informaénimi panely

| Bezpetnostni kamerovy systém zvysuje

bezpecnost a zamezuje vandalismu
| 233 cestuijicich, z toho 64 sedicich

TRAM FORCITY
SMART BRNO

MODERN BI-DIRECTIONAL
THREE-SECTION TRAM

| 100% low-floor vehicle

| Fully pivoting bogies

| Comfortable operation is enabled by the full
adhesion of the vehicles, which ensures reliable
driving characteristics even in bad weather
conditions

| The interior of the cars is designed
in the spirit of the future of tram transport

| Comfortable, air-conditioned spacious,
barrier-free vehicles

| Two large multifunctional areas available
for wheelchairs, prams or bicycles

| Clearinformation system with screens
and panels

| CCTVincrease safety and prevents vandalism

| 233 passengers, of which 64 are seated

ZAKLADNI BASIC

TECHNICKE TECHNICAL

PARAMETRY PARAMETERS

Celkovy pocet cestujicich Total no. of passengers 233

(5 osob/m?) (5 people/m?)

Pocet mist k sezeni No. of seats 64

Délka Length 31000 mm
Sitka Width 2500 mm
Rozchod koleji Track gauge 1435 mm
Maximalni rychlost Maximum speed 70 km/h
Napéti trakéniho vedeni Catenary voltage 600V DC
Vykon trakénich motort Traction motors output 8x70 Kw
Nizkopodlaznost Low-floor area ratio 100%

|

[T

Htﬁ\
P

IO

LTOTTT

[TTTT

TTTLT

LTITT

FORCITY SMART




€) SKODA

Skoda Group
skodagroup.com
© 2022

00000D



